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Premise

This document was created by IBIS in order to provide its customers and / or potential new customers
with all the necessary information on the products; the purpose of this document is to group all the

technical specifications of each device created by IBIS.

However, it is necessary to take into account that, according to the model chosen, it is possible to
use different electrical, mechanical or radiological components which can be listed in the product
technical dossier.

In the case of special requests, therefore, we invite you to contact our technical service that will send
you all the details and technical specifications related to the configuration you have chosen.

The specifications indicated in this document refer to standard configurations.

IBIS designs and manufactures medical x-ray equipment for both the human and veterinary sectors.
The human range includes Mobile Units, complete Radiology rooms, "C" arms for fluoroscopy
examinations, Image Intensifiers and portable generators; for the veterinary sector we produce the
CDR vet tables used both in multifunctional clinics and in veterinary clinics, "C" arms for clinics and

portable units useful for in-field diagnostics or for radiological examinations on large animals.

The company operates worldwide through distributors that provide the end customer with direct
technical support; all internal and external technicians are properly trained to solve any hardware
and software problems.

The strong points of IBIS are the continuous commitment to develop new products, the relationship

with the customer, the great reliability of the products and the technical assistance.

IBIS, as a manufacturer of imaging equipment, is constantly improving its products; we therefore

invite you to download the most up-to-date revision concerning the product of your interest from the

website www.ibisray.it.

If you need further technical details you can contact our technical department by contacting us by
phone or by sending an e-mail to technical@ibisray.it; one of our technicians will answer you and

give you all the required details.
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Company data and contacts

Below are the references to contact our staff:

IBIS S.r.l.
Headquarters: Via Cascina Bruciata, 3 — Seriate Bergamo — ITALY

Phone: 0039 035 4236343

Sales Department : sales@ibisray.it
Technical Department : technical@ibisray.it
Technical Assistance : service@ibisray.it
Quality Department : quality@ibisray.it
Administration : administration@ibisray.it
General Information: info@ibisray.it
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General Description

PORTA 100 hf portable generator is a product designed for radiological applications and diagnostic
investigations in domiciliar environment or to be used on mobile clinics and emergency vehicles.

Thanks to its lightweight it is easily transportable on the examination site.

The combination of maneuverability and ease of use offers operators an intuitive product, with rapid

activation.

PORTA 100 hf is supplied in an aluminum flight case
to accommodate and transport easily and avoid

damage during handling.

It consists of a generator block, a support bracket, a
collimator that integrates a meter for positioning at the
correct distance from the anatomical part to be

examined and a two step button with spiral cable.
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The simple and intuitive display allows, through two
adjustment knobs, to vary kV and mAs and display them
on the relative led displays; through the buttons we can
select the APR (programmable anatomic) previously
memorized for a quick preparation of the exam.

There are 8 APRs available.

The LAMP button allows to turn on the collimator led lamp while the four LEDs clearly identify the

system status:

LINE, present power line
WAIT, waiting between one exposure and another or waiting for the first start
READY, unit ready for X-ray emission

X-RAY, the unit is emitting X-ray

ATTENTION: for the correct use of the equipment refer to the user manual of the product.
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Electrical and Radiological features of the Product

Porta 100 hf

Electrical and Radiological features of the Product

Generator

Max Power
Max Monobloc kV

Max Monobloc Current (effective)

Rating

kV Variation
Max mAs

Step mAs

Operating methods
Anatomical Tecniques (APR)

Accuracy

Insert Model

Spot dimensions

Tube type

Anode Speed

Anode Angle

Max Insert heat capacity

Power supply Characteristic

Main power supply

Product Data Porta 100 hf vet

2 kW
100 kV
30 mA

40kV - 66kV, 30 mA
68kV — 100kV, 20 mA

2 kV
50 mAs (32 Steps)

0,3/0,4/05/0,6/0,7/08/09/1/1,1/1,2
1,3/1,4/15/16/17/18/19/2/2,5 /
32/4/5/6,4/8/10/12/16/20/25/32/
40/50

2 points tecnique
Up to 8 APR

kV £ 7%
mA = 10%
mAs + 10% + 0,2 mAs

TOSHIBA D-124
1,2-1,2mm
Fixed Anode
N/A

16°

14 kJ - 20 kKHU

Single phase , AC 220V/240V

Frequency 50/60 Hz
Max current absorption 3 kVA Max
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Porta 100 hf
Collimator Features

Type Integrated
Shutters 1 pair of leaded shutters

Halogen lamp 12V / 50W with on/off temporization at 30 sec. Cross

Light light indicator

Field Single plane square field, variable from 0x0 cm to 43x43 cm @ 100
cm DFF (with DFF=75cm is 35x35cm)

Minimum Inherent filtration 2,5 mm Al Equivalent

Light beam angle 24°

Porta 100 hf

Operatiing Features

Interface with 8-segment LED display with visualization of kV and mAs
values. Variation of exposure values through the two potentiometers
positioned below the display. Buttons for lighting the lamp and storing /
recalling APR.

User Interface

X-Ray Button Two Step manual with spiralized cable 3 meters long.
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Mechanical and environmental features

Porta 100 hf
Mechanical and environmental features

Depth 161 mm

Length 300 mm (skin guard excluded)
Height 296 mm (with handle)

Weight ~8,8Kg

Operating temperature range 20°C +£15°C

Storage temperature range -10°C /50°C

Relative humidity 69% +20%

Atmospheric pressure 700 /1060 hPa
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Labelling

Example of the label used on the unit Porta 100 hf and it usual placement.

Label positioning is shown below.
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Simboli di riferimento

CONSULT THE ANNEXED DOCUMENTATION

®
CLASS B EQUIPMENT (NORM EN60601-1)

ATTENTION

SYMBOL OF DANGER IONIZING RADIATIONS - PHYSIOLOGICAL EFFECTS

MANUFACTURER

ﬁ DEVICE THAT REQUIRES A CORRECT DISPOSAL (2012/19/ EC)
.

CE MARKING COMPLYING TO DIRECTIVE 93/42 / EEC AND SUBSEQUENT
AMENDMENTS AND INTEGRATIONS

Release 00 - 18 January 2019
IBIS S.r.l.
Headquarters: Via Cascina Bruciata, 3 | 24068 Seriate - Bergamo — Italy
Legal Office: Via Monte Grappa, 7 | 24121 Bergamo — ltaly
Ph.: +39 035 4236343 - Fax: +39 035 2922079
Page 11 of 13



Product Data Porta 100 hf vet

Product Certifications

The PORTA 100 hf mobile unit is classified in class Il b (annex 1X 93/42 / CE) and complies with
the requirements of the European directive 93/42 EEC and subsequent amendments (07/47 /
EEC). The product has been developed according to UNI EN ISO 9001: 2008 and UNI EN ISO

13485: 2012.
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Installation and Warranty

PORTA 100 hf must only be installed by properly trained IBIS authorized personnel.
Each device produced or sold by IBIS has one year warranty from the date of shipment unless
otherwise agreement between IBIS and the Customer.

The contractual guarantee can be extended to the necessary terms.

The warranty conditions are detailed in the General Conditions of Sale in force on the date of

purchase of the product.

Conclusive Notes

All information contained in this document is confidential and its disclosure, even partial, is forbidden
without due notice and authorization by IBIS S.r.l..

IBIS relieves itself from any responsibility for the unlawful or improper use of its products.

Any information or technical detail included in this document is subject to change; IBIS reserve the
right to modify, add, delete parts / details of this document without prior notice and without prior

authorization.

IBIS has no obligation to communicate any changes to this document.
For any information not indicated in this document, please contact IBIS S.r.l. to the references

indicated on page 4.
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